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AUTHORITY: 46 U.S.C. 3306; E.O. 12234, 45 FR
58801, 3 CFR, 1980 Comp., p. 277; Department
of Homeland Security Delegation No. 0170.1.

SOURCE: CGFR 65-50, 30 FR 16940, Dec. 30,
1965, unless otherwise noted.

Subpart 76.01—Application

§76.01-1 General; preemptive effect.

(a) The provisions of this part shall
apply to all vessels except as specifi-
cally noted in this part.

(b) The regulations in this part have
preemptive effect over State or local
regulations in the same field.

[ CGFR 65-50, 30 FR 16940, Dec. 30, 1965, as
amended by USCG-2006-24797, 77 FR 33875,
June 7, 2012]

§76.01-2 Incorporation by reference.

(a) Certain material is incorporated
by reference into this part with the ap-
proval of the Director of the Federal
Register under 5 U.S.C. 552(a) and 1
CFR part 51. To enforce any edition
other than that specified in this sec-
tion, the Coast Guard must publish no-
tice of change in the FEDERAL REG-
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ISTER and the material must be avail-
able to the public. All approved mate-
rial is available for inspection at the
National Archives and Records Admin-
istration (NARA). For information on
the availability of this material at
NARA, call 202-741-6030 or go to http:/
www.archives.gov/federal register/

code of federal regulations/

ibr _locations.html. The material is also
available for inspection at Coast Guard
Headquarters. Contact Commandant
(CG-ENG), Attn: Office of Design and
Engineering Systems, U.S. Coast Guard
Stop 7509, 2703 Martin Luther King Jr.
Avenue SE., Washington, DC 20593-7509.
The material is also available from the
sources listed in paragraphs (b)
through (d) of this section.

(b) ASTM International, 100 Barr
Harbor Drive, P.O0. Box C700, West
Conshohocken, PA 19428-2959, 877-909-
2786, hitp:/www.astm.org.

(1) ASTM F1121-87 (Reapproved 2010),
Standard Specification for Inter-
national Shore Connections for Marine
Fire Applications (“ASTM F 11217),
(approved March 1, 2010), incorporation
by reference approved for §76.10-10.

(2) [Reserved]

(c) National Fire Protection Associa-
tion (NFPA), 1 Batterymarch Park,
Quincy, MA 02169-7471, 617-770-3000,
hitp://nfoa.org.

(1) NFPA 13-1996, Standard for the In-
stallation of  Sprinkler Systems
(“NFPA 13”), incorporation by ref-
erence approved for §§76.25-1; 76.256-90.

(2) [Reserved]

(d) Underwriters Laboratories Inc.
(UL), 12 Laboratory Drive, Research
Triangle Park, NC 27709-3995, 919-549—
1400, Aattp:/www.ul.com.

(1) UL 19 Standard for Safety, Lined
Fire Hose and Hose Assemblies (‘“UL
19’) (2001), incorporation by reference
approved for §76.10-10.

(2) [Reserved]

[USCG-2003-16630, 73 FR 65192, Oct. 31, 2008,
as amended by USCG-2009-0702, 74 FR 49231,
Sept.25, 2009; USCG-2012-0832, 77 FR 59779,
Oct. 1, 2012; USCG-2012-0866, 78 FR 13250, Feb.
27, 2013; USCG-2013-0671, 78 FR 60150, Sept. 30,
2013]

§76.01-5 Equipment installed but not
required.

(a) Where fire detecting or extin-
guishing systems or equipment are not
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